Tower Location ¥¥ - Exact Location of the Operator is Required. There will be a Track Interface
Located in the Tower MNext to the Cperator Location. Al wires from the Start Line Junction Box
and the Mid Track and Finish Line Junction Boxes MILIST go to the Track Interface Box in the Taower.

Pipe opening in the center MNote: Pipe must extend to sides of race tracks ( BOTH Sides)
20 mts (65 ft) Foam Blocks with Silver Reflectors - Mo Cahle required to these locations

Prestage p— —
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Portz: Mic MPH
|12 mts (40 ft)

15 mts (50 ft]

80 mts m 402.3 mt 1320 ft)
[ 182mts (60ft)  100.58 mts (330 ft) 304.8 mts (1000 ft)
Start Line

M Retroeflective Infrared Phote Sensors
Receivers (requiring central opening In pipe) and Emitlers

=== | goation of ALL UnderGround Fipes for the timing system cables
Maote: Starting Line has 2 Under Ground Pipes - Cne for Power - Cne for Timing System

Mate: There MUST be an underground pipe at the Finish Line from One side to the Other side
Mote: You MUST have an underground pipe at the BB0 foot location for the Main Mid Track Cable

E Mid Track and Finish line Junction Boxes B Start Line Junction box - Center of Start Line

MOTE: The Start Line cahle can be run directly fram the Tawer ta the start line in the Center of the
Track. The Finish Line cables can go out the side of the tower and on aone side of the track while
crossing over to the junction boxes at Mid Track and the Finish line through the underground pipes.

Mote: MPH Locations are exactly 66 Feet Baclk from the 660 Foot and 1320 Foot Locations



